
CHARACTERISTICS

 Native re solution of 180dpi up to 60m/min 
 Multiple de n sitie s an d con trasts
 High quality bar code s. GS-1 stan dard
 In tuitive use r e n viron me n t
 Actual on -scre e n pre vie w of th e me ssage to be prin te d (WYSIWYG)
 Oil base d an d UV LED in ks
 Re mote assistan ce 
 Exte rn al h ardw are me ssage se le ction 
 In te gration w ith post-prin t bar code re ade r
 Scriptin g f or f ull customisation of jobs

Customisation .  Sh ort prin t run s.  Promotion s
 Re duction of stock of pre -prin te d con tain e rs
 Practically ze ro main te n an ce 
 No stoppage s to ch an ge con sumable s

ADVANTAGES

V6 Lite
Online digital printing of GHS labels

Two colors in one machine

Direct printing on the packaging

Reduction of operational costs

Print small texts

Barcodes in GS-1 standard

CLP labels

End-of-line customization

Digital printing for industry 4.0

First Spanish brand of industrial digital printing



SPECIFICATIONS

PRINT

Print head resolution:
180 dpi

Speed:
0. 2-192 m/min  de pe n din g re solution 

Height: 
72 mm / 140 mm

Maximum length: +100 m. 

Densities: 3 le ve ls

Font type: True  Ty pe  ™, Ope n  Ty pe  ™ 
f on ts

Character coding: Un icode 

Bar codes: GS-1 stan dard 

EAN/UPC, ITF-14, GS1-128, GS1 D ata-
matrix, GS1 QR Code 

Printing of variable fields:  
Of  use r (customise d fie lds) an d auto-
matic fie lds (e xpiry  date s, sh if t code s, 
coun te rs)

Encoder: 
Automatic spe e d calibration 

ELECTRICS

COMMUNICATIONS

Power supply: 
Se le ctable  by  sw itch 
88-264V AC / 47-63 Hz, 108 W (max)

Inputs (per block):
1 x prin tin g sign al
1 x e n code r

Outputs (per block): 
2 x programmable 
2 x status in dicators

Communication ports:
1 x RS-232
1 x RS-422 / 485 / 232 (option al)
1 x Eth e rn e t 1Gb
1 x USB 
1 x WiFi (option al)

Ow n  commun ication s protocol
Win dow s™ D rive r
Con n e ctivity  w ith  e xte rn al database  
an d ERP Re mote  assistan ce 

ENVIRONMENTAL

CONFIGURATIONS

USER INTERFACE

INKS

PRINTABLE PRODUCTS

OPTIONS
Work environment: 
5 – 45 ºC (41 – 1113 ºF)

Protection:
IP 50

7” colour touch scre e n 
Se le ction  of  me ssage s w ith  pre vie w 
WYSIWYG
D iagn ostics

Porous, glossy , coate d cardboard, 
pape r, te xtile s, w ood, plastic, me tal, 
f oam, EPS. . . 

Post-prin tin g bar code  ve rification , 
alarm be acon s, bar code  re ade r f or 
se le ctin g products, e xte rn al h ard-
w are  me ssage  se le ction 

V.L. Limitronic, S.L.
Calle Andorra 19
Pol. Ind. Ciudad del Transporte II
12006 Castellón - Spain
Tel. (+34) 964 562 199
info@limitronic.com©
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Oil-based and UV LED inks - MOF
Colors:
Black, Black (h igh  con trast), Cy an ,
Mage n ta, Ye llow , Oth e rs (con sult)

UV LED

Printing immediately sets
Useful, long life span with low 
maintenance Energy efficient

Se ve ral h e igh ts available 
In stan t on /off
Saf e ty  th rough  double  activation  in put 
Adjustable  in te n sity 

V6 Lite 70:
180 dpi
70 mm
Mon o

V6 Lite 140:
180 dpi
140 mm
Mon o

V6 Lite CLP 70:
180 dpi
70/70  mm
2 Colors

Orientation options:
Late ral - Upje t - D ow n je t

limitronic.com

linkedin.com/company/limitronic

youtube.com/Limitronic


